
POINT NO. AIRS ID-PT

SCC SEG. NO

STATE OF MISSOURI
DEPARTMENT OF NATURAL RESOURCES
AIR POLLUTION CONTROL PROGRAM
205 JEFFERSON STREET, P.O. BOX 176
JEFFERSON CITY, MISSOURI 65102

EMISSIONS INVENTORY QUESTIONNAIRE (EIQ)
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FACILITY NAME FIPS COUNTY NO. PLANT NO. YEAR OF DATA

[1] COMBUSTION EQUIPMENT INFORMATION

EQUIPMENT DESCRIPTION
YEAR PUT IN

SERVICE
COAL FIRING

CODE NO.
MAXIMUM DESIGN RATE

(MILLION BTU/HR)

COAL FIRING METHOD CODE NO.

1. TANGENTIAL
2. OPPOSED
3. FRONT
4. DRY/WET BOTTOM
5. OTHER (SPECIFY BELOW
______________________________________ SUM OF TOTAL MAXIMUM HOURLY DESIGN RATES

COMBUSTION EQUIPMENT USE (CHECK ONE)

ELECTRIC POWER GENERATION INDUSTRIAL USE COMMERCIAL/INSTITUTIONAL

SPACE HEATING OTHER (SPECIFY)

COMBUSTION EQUIPMENT CATEGORY - COAL USE ONLY (CHECK ONE)

PULVERIZED COAL PULVERIZED COAL DRY BOTTOM PULVERIZED COAL WET BOTTOM CYCLONE

FLUIDIZED BED SPREADER STOKER OVERFEED STOKER UNDERFEED STOKER

HAND FIRED OTHER (SPECIFY)

[2] FUEL INFORMATION
FUEL TYPE (CHECK ONE ONLY

OIL

DISTILLATE (FUEL OIL 1-4)

RESIDUAL (FUEL OIL 5-6)

WASTE OIL

GAS

NATURAL GAS

LPG/PROPANE

COAL

ANTHRACITE

BITUMINOUS

LIGNITE

OTHER

REFUSE (USE FORM 2.2)

TRADE WASTES (USE FORM 2.2)

OTHER (SPECIFY)

(USE SEPARATE PAGE FOR EACH FUEL TYPE)

FUEL IDENTIFIER ANNUAL THROUGHPUT UNITS
% SULFUR BY WT

AS RECEIVED *
% ASH BY WT

AS RECEIVED *
HEAT CONTENT
(BTU/FUEL UNIT)

FUEL TOTALS AND
WEIGHTED AVERAGES

* ATTACH A COPY OF THE CURRENT SUPPLIER STATEMENT VERIFYING PERCENTAGE OF SULFUR AND ASH CONTENTS OF THE FUEL.

[3] CALCULATIONS OF MAXIMUM HOURLY DESIGN RATE

CONVERT THE HEAT CONTENT UNITS FORM BTU PER FUEL UNIT TO MILLION OF BTU PER FUEL UNIT BY DIVIDING THE BTU FIGURE BY 1,000,000.

{MAXIMUM DESIGN RATE IN MILLION BTU/HR} / {HEAT CONTENT IN MILLION BTU/FUEL UNIT}

TOTAL MAXIMUM HOURLY DESIGN RATE =

TOTAL MAXIMUM HOURLY DESIGN RATE

ENTER THE TOTAL ANNUAL THROUGHPUT AND TOTAL MAXIMUM HOURLY DESIGN RATE IN BLOCK 4 OF FORM 2.0, EMISSION POINT INFORMATION FOR THIS FUEL
TYPE. ENTER THE WEIGHTED AVERAGE FOR THE PERCENT ASH/SULFUR IN THE PM10/SOX BOX IN BLOCK 8 OF FORM 2.0.














